FERROTEC CONFIDENTIAL
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1) The resistance of the module shall be within 1.686 to 2. 047 ohms
at an ambient temperature of 25 degrees Celsius.
e lead wire material: inned Copper Single Strand.
- (+) 2) The lead t 1: #28 AWG Tinned C Single Strand
g = FerroTec 3) “FerroTec”,Lot Number and Part Number shall be stamped on the cold
-4O-I -4O-I S8K602 side with black color.
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ROHS/REACH COMPLTANCE
Ttem Value Conditions (Vacuum)
Lo
N Imax 5.0A Qc=0, DT=DTmax, Th=50C
O o,
l}' // Vinax 13. 28V | Qc=0, I=Imax, Th=50C
“ [T DTmax 110°C | Qe=0, I=Imax, Th=50"C
o Cold Side Qcmax 12. 25W | 1=Imax, DT=0, Th=50°C
o . .
jmim| Thmax 200. 0°C | Maximum Processing Temperature
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Hot Side
0 10
6 WIRE E— 2
5 HOT SIDE SUBSTRATE Alumina 1
4 MIDDLE SUBSTRATE Alumina 1
3 COLD SIDE SUBSTRATE Alumina 1
2 N-TYPE DICE Bi2Te3 111
P-TYPE DICE Bi2Te3 111
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